
      

At StockPKG Films, we pride ourselves on setting the standard for the plastic films industry. Our 
commitment to excellence is clear in the exceptional quality films and film services we provide, as 

well as our dedication to maintaining long-lasting customer relationships. 

• 6 slitters (4 in OH, 2 in GA)
• 3” & 6” roll cores  (2 lines can accommodate 8” & 10”  
 incoming roll cores)
• Maximum rewind: 24”
• Min. slit width: 2”
• 
• Film thicknesses (dependent on material) 
    Min. .5 mil - Max. 10 mil

• Materials that can be converted:   
    HDPE, LDPE, LLDPE, METPE
• Non-Printed bags
• Max. length of seal:  42.5”
• Min. bag width:  4”
• Max. bag width:  47”
• Gauges that can be converted:  .8 mil – 4 mil 

• Solventless lamination
•  Max. width: 61”
• Many different combinations available 
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Converting Capabilities

Slitting Capabilities

Out-Of-Line Bag Making Capabilities

Laminating Capabilities (GA)

Our Columbus, Ohio and Atlanta, GA facilities offer a wide range of services including film 
warehousing, slitting, lamination, and bag manufacturing. Whether you need a specific film size or 

custom bag, we are here to ensure your business operations run smoothly and efficiently.

Max. slit width: 78"


